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.

3000mm

Unlimited length
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Speedpanel ceiling

Unlimited length

Note: for fixing details please refer to install guide

3000mm MAX.
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Speedpanel ceiling

3000mm MAX.

Unlimited length

Note: for fixing details please refer to install guide
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MAX. 10mm
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Mild steel screw 14 gauge x 115mm
long SDS fixed at 500mm centres.

Metal Flashing 1.2 BMT folded to
suit angle with minimum 80mm
overlap with SPEEDPANEL®.

Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL® with 115mm x 14
gauge SDS at 500mm centres.

) Mild steel screw 14 gauge x 115mm d 4
o Mild steel screw 10 gauge x 30mm long SDS fixed at 250mm centres. %
15 a7 long SDS fixed at 500mm centres. “al
Lo, SPEEDPANEL® 78mm f 4
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* For full installation details please always refer to our
certification & assessments located on the Speedpanel
website: www.speedpanel.com.au
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MAX. 10mm

//— Mild steel screw 10 gauge x 16mm long SDS

fixed into every panel joint at 500mm centres
on both sides.

MAX. 10mm
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Mild steel screw 14 gauge x 115mm
long SDS fixed at 500mm centres.

Metal Flashing 1.2 BMT folded to
suit angle with minimum 80mm
overlap with SPEEDPANEL®.

Mild steel screw 10 gauge x 30mm
long SDS fixed at 500mm centres.

Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL® with 115mm x 14
gauge SDS at 500mm centres.

Mild steel screw 14 gauge x 115mm
long SDS fixed at 250mm centres.

SPEEDPANEL® 78mm

Detail B
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