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Section A-A
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Note: for fixing details please refer to install guide
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Section B-B
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Note: for fixing details please refer to install guide



Fire-Rated Plasterboard 2 layers of 16mm

thick x 120mm wide

fixed to the end support of SPEEDPANEL

®

ceiling using 12 gauge x 45mm bugle head,

fine thread self-drilling screws at 250mm

centres in two rows.

Steel Angle 50mm x 50mm x 1.2 BMT

fixed into SPEEDPANEL

®

 with 12 gauge x 30mm

long SDS screws at 500mm centres.

Corrugated steel 0.55mm thick

fixed at middle of each SPEEDPANEL

®

 at nominal 250mm

centres using 10 gauge x 16mm SDS

SPEEDPANEL

®

 78mm

Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL

®

 C-track 55 x 82 x 55mm

fixed into SPEEDPANEL

®

 joint with 30mm x 10

gauge SDS at 500mm centres.

Fixed to the structural steel using

mechanical all steel fixing to engineer

specification at 400mm centres.

Steel structure beam shall be protected

with vermiculite spray that has been tested

or assessed to maintain an FRL of

120/120/120.

MAX. 10mmMAX. 10mm

* For full installation details please always refer to our
  certification & assessments located on the Speedpanel
  website: 
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Detail A



Fixed to the structural steel using

mechanical all steel fixing to engineer

specification at 400mm centres.

Steel structure beam shall be protected

with vermiculite spray that has been tested

or assessed to maintain an FRL of

120/120/120.

Corrugated steel 0.55mm thick

fixed at middle of each SPEEDPANEL

®

 at nominal 250mm

centres by using 10 gauge x 16mm SDS.

SPEEDPANEL

®

 78mm

Mild steel screw 10 gauge x 16mm long SDS

fixed into every panel joint at 500mm centres.

Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL

®

 C-track 55 x 82 x 55mm

fixed into SPEEDPANEL

®

 with 30mm x 10 gauge

SDS at 500mm centres.

Mild steel screw 10 gauge x 30mm long SDS

fixed into SPEEDPANEL

®

walls at 250mm centres.

MAX. 10mmMAX. 10mm

* For full installation details please always refer to our
  certification & assessments located on the Speedpanel
  website: 
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AutoCAD SHX Text
 walls at 250mm centres.
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