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‘ Unlimited lenght

Note: for fixing details please refer to install guide

DRAWING No: SPC-CD_004A REV: 1 |DATE: 03.05.2017 | SHEET 3  OF 5 SASPEEDPANEL

X DRAWN BY: S P * For full installation detals please always refer to
TITLE: SeCtlon B-B our certification & assessments located on the

website: www. .com.au

ref. 1110.0.0.213\CAD Database\CAD\CAD_HUB\AutoCad\SP._Details\CD_Ceilling & Bulkhead Detal\NewLogo\SPC-CD-0f#A.dwg




Steel structure beam shall be protected
with vermiculite spray that has been tested
or assessed to maintain an FRL of

Corrugated steel 0.55mm thick

\ Fixed to the structural steel using

mechanical all steel fixing to engineer
specification at 400mm centres.

120/120/120. ®
fixed at middle of each SPEEDPANEL™ at nominal 250mm
® centres using 10 gauge x 16mm SDS ®
SPEEDPANEL™ C-track 55 x 82 x 55mm v > oy
fixed into SPEEDPANEL® joint with 30mm x 10 ® | .
gauge SDS at 500mm centres. SPEEDPANEL™ 78mm Sy
Hilti CP 606 flexible firestop sealant to seal gaps. R4 : v
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Fire-Rated Plasterboard 2 layers of 16mm —/ .
thick x 120mm wide i by

fixed to the end support of SPEEDPANEL®
ceiling using 12 gauge x 45mm bugle head,

fine thread self-drilling screws at 250mm

centres in two rows.

Steel Angle 50mm x 50mm x 1.2 BMT
fixed into SPEEDPANEL® with 12 gauge x 30mm
long SDS screws at 500mm centres.
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Mild steel screw 10 gau%e x 30mm long SDS
fixed into SPEEDPANEL™ walls at 250mm centres.

SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL® with 30mm x 10 gauge
SDS at 500mm centres.

Corrugated steel 0.55mm thick
fixed at middle of each SPEEDPANEL® at nominal 250mm
centres by using 10 gauge x 16mm SDS.

SPEEDPANEL® 78mm

Mild steel screw 10 gauge x 16mm long SDS
fixed into every panel joint at 500mm centres.

/— Hilti CP 606 flexible firestop sealant to seal gaps. AX 10
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Fixed to the structural steel using
mechanical all steel fixing to engineer
specification at 400mm centres.

Steel structure beam shall be protected
with vermiculite spray that has been tested

or assessed to maintain an FRL of
120/120/120.
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