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Unlimited lenght

Note: for fixing details please refer to install guide
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Mild steel screw 10 gau%e x 30mm long SDS
fixed into SPEEDPANEL™ walls at 250mm
centres.

SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL® with 30mm x 10 gauge
SDS at 500mm centres.

Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL® 78mm S

MAX. 10mm
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Fire-Rated Plasterboard 2 layers of 16mm thick
fixed into SPEEDPANEL® according to the
plasterboard manufacturer or Exova
Warringtonfire report 34352100, whichever
utilises the greater amount of fixings.

Steel Angle 50mm x 50mm x 1.2 BMT

fixed into SPEEDPANEL® with 12 gauge x 30mm long SDS

screws at 500mm centres.

Detail A

DRAWING No:  SPC-CD-001A NAME:  SP

&'SPEEDPANEL

DATE: 02.05.2017

SHEET: 4 OF: 5

REV: 1

* For full installation details please always refer to our TITLE:
certification & assessments located on the Speedpanel DETAIL A

website: www.speedpanel.com.au

ref.\110.0.0.213\CAD Database\CAD\CAD_HUB\AutoCad\SP_Details\CD_Ceiling & Bulkhead Detail\NewLogo\SPC-CD-0014.dwg



AutoCAD SHX Text
 walls at 250mm 


Mild steel screw 10 gau%e x 30mm long SDS
fixed into SPEEDPANEL™ walls at 250mm

centres. : l\, :

SPEEDPANEL® C-track 55 x 82 x 55mm v . oyl

fixed into SPEEDPANEL® with 30mm x 10 gauge o .

SDS at 500mm centres. SPEEDPANEL™ 78mm TR

Hilti CP 606 flexible firestop sealant to seal gaps. % | * - .
UL -

=
LV . Fire-Rated Plasterboard 2 layers of 16mm thick
- & Mild steel screw 10 gauge x 16mm long SDS fixed into SPEEDPANEL® according to the a8
- fixed into every panel joint at 500mm centres. plasterboard manufacturer or Exova N
‘/\ Warringtonfire report 34352100, whichever — ‘/\

utilises the greater amount of fixings.
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