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Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL

®

 C-track 55 x 82 x 55mm

fixed into SPEEDPANEL

®

 with 30mm x 10 gauge

SDS at 500mm centres.

Fire-Rated Plasterboard 2 layers of 16mm thick

fixed into SPEEDPANEL

®

 according to the

plasterboard manufacturer or Exova

Warringtonfire report 34352100, whichever

utilises the greater amount of fixings.

Mild steel screw 10 gauge x 30mm long SDS

fixed into SPEEDPANEL

®

walls at 250mm

centres.

Steel Angle 50mm x 50mm x 1.2 BMT

fixed into SPEEDPANEL

®

 with 12 gauge x 30mm long SDS

screws at 500mm centres.

SPEEDPANEL

®

 78mm

MAX. 10mm MAX. 10mm
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SPEEDPANEL

®

 78mm

MAX. 10mm

Hilti CP 606 flexible firestop sealant to seal gaps.

SPEEDPANEL

®

 C-track 55 x 82 x 55mm

fixed into SPEEDPANEL

®

 with 30mm x 10 gauge

SDS at 500mm centres.

Fire-Rated Plasterboard 2 layers of 16mm thick

fixed into SPEEDPANEL

®

 according to the

plasterboard manufacturer or Exova

Warringtonfire report 34352100, whichever

utilises the greater amount of fixings.

Mild steel screw 10 gauge x 30mm long SDS

fixed into SPEEDPANEL

®

walls at 250mm

centres.

Mild steel screw 10 gauge x 16mm long SDS

fixed into every panel joint at 500mm centres.

MAX. 10mm
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