SDS Flat Top Screws 10-16 x 16mm
fixed as per fire assessment

C-Tracks fixed together with SDS Flat Top
Screws 10-16 x 30mm at 500mm centres

C-Track fixed to SPEEDPANEL® with SDS Flat
Top Screws 10-16 x 30mm at 500mm centres
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C-Tracks fixed together with SDS Flat Top
Screws 10-16 x 30mm at 500mm centres

A \
C-Track fixed to SPEEDPANEL® with SDS Flat Top

Screws 10-16 x 30mm screws at 500mm centres

Flashing fixed to SPEEDPANEL® with SDS Flat Top
Screws 10-16 x 30mm screws at 500mm centres

SPEEDPANEL® 51, 64 or 78mm

SPEEDPANEL® approved fire rated sealant to seal gaps

SPEEDPANEL® C-Track 1.15mm BMT

Back to back C-Track Flashing 0.7mm BMT or
200mm strip of 13mm Fire Rated Plasterboard.

Flashing or Fire Rated Plasterboard fixed to SPEEDPANEL® with SDS

Combination of connection detail

Vertical to horizontal comer detail.
Vertical to horizontal panel connection.

Flat Top Screws 10-16 x 30mm at 500mm centres
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* For full installation details please always refer to our
i located on the

website: www.speedpanel.com.au

TmE:  Side & inline connection detail of vertical to horizontal panel
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Combination of connection detail

AutoCAD SHX Text
Vertical to horizontal corner detail. Vertical to horizontal panel connection.

AutoCAD SHX Text
02.12.2019


	Sheets and Views
	SPC-CI_005_v002-SP_LandA4


