
Suspended head track

SPC-HD_012_v002

Angle Equal 50x50x1.2mm BMT

Mushroom Head Spikes M6.5 x 50mm
fixed into structure at 500mm centres

SPEEDPANEL® C-Track 1.15mm BMT

SPEEDPANEL® Flashing Head
Track 0.7mm BMT

SPEEDPANEL® approved fire rated sealant

SPEEDPANEL® 51, 64 or 78mm

C-Track fixed to SPEEDPANEL® with SDS Flat
Top Screws 10-16 x 30mm at 500mm centres

SDS Flat Top Screws 10-16 x 30mm
installed in two rows at 500mm (Top and

Bottom) staggered at 250mm

Fire rated plasterboard strip
13mm thick x 120mm wide

SDS 6 x 40mm installed at 250mm centres

                           20mm MAX

SDS Flat Top Screws 10-16 x 50mm
installed in two rows at 500mm

(Top and Bottom) staggered at 250mm

DATE: SHEET OF

DRAWN BY: * For full installation details please always refer to
our certification & assessments located on the
Speedpanel website: www.speedpanel.com.au

TITLE:

REV:DRAWING No:

ref. P:\CAD\CAD_HUB\AutoCad\SP_Details\HD_Head Detail\SPC-HD_012_v002.dwg

03.02.2020

Suspended Head detail of vertical Speedpanel
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