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Detail B —

___________ NG

Speedpanel ceiling

3000mm MAX

Note: for fixing details please refer to install guide

1500mm MAX:
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Detail C —

Speedpanel ceiling

Note: for fixing details please refer to install guide
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SPEEDPANEL® 78mm

Hilti CP 606 flexible firestop
sealant to seal gaps.

SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL®joint with 30mm x 10 gauge SDS
at 500mm centres.

Mild steel screw 10 gauge x 16mm long SDS\
fixed into every panel joint at 500mm centres on both sides.

fixed at 500mm centres.

Metal Flashing 0.7 BMT x 60mm x 160mm
capped on the outside of bulkhead corner incorporated by two vertical
78mm SPEEDPANEL® wall sections and fixed to SPEEDPANEL® by

using 10 gauge x 30mm SDS at 250mm centres.

Mild steel screw 10 gauge x 30mm long SDS -/?—\

Detail A

&'SPEEDPANEL

DRAWING No:

SPC-CD-009A

NAME:

SP

DATE: 03.05.2017

SHEET: 4

OF: 7

REV: 2

* For full installation details please always refer to our

certification & assessments located on the Speedpanel TITLE:

DETAILA

website: www.speedpanel.com.au
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5mm Dynabolt with at least 40mm embedment at 400mm centres.

Steel Angle 50mm x 50mm x 1.2 BMT

fixed into SPEEDPANEL® with 12 gauge x 30mm long SDS
screws at 500mm centres.

*Additional fixing may be required according to engineer specifications.

Mild steel screw 10 gauge x

SPEEDPANEL® 78mm \ - 1
. a-.

L q
I 30mm long SDS 4
Hilti CP 606 flexible firestop fixed into SPEEDPANEL® walls
sealant to seal gaps. at 250mm centres. ) )
? e
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Detail B
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Fire-Rated Plasterboard 2 layers of 16mm thick —/

fixed into SPEEDPANEL® according to the plasterboard manufacturer or Exova
Warringtonfire report 34352100, whichever utilises the greater amount of fixings.

SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL® with 30mm x 10 gauge SDS at 500mm centres.

&'SPEEDPANEL
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* For full installation details please always refer to our
certification & assessments located on the Speedpanel

TITLE: DETAIL B
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AutoCAD SHX Text
 walls 


SPEEDPANEL® 78mm \ - 1
. <.

A
SR A
4 .a SPEEDPANEL® C-track 55 x 82 x 55mm
fixed into SPEEDPANEL® with 30mm x 10 gauge SDS i
‘.. at 500mm centres. Mild steel screw 10 gauge x
) 30mm Io%g SDS
3 . e — Hilti CP 606 flexible firestop sealant to seal gaps. fixed into SPEEDPANEL™ walls
b| 4 . at 2560mm centres.
A’ g e c
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p— oo
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Mild steel screw 10 gauge x 16mm long SDS
fixed into every panel joint at 500mm centres.

1

Fire-Rated Plasterboard 2 layers of 16mm thick

fixed into SPEEDPANEL® according to the plasterboard manufacturer or Exova
Warringtonfire report 34352100, whichever utilises the greater amount of fixings.

Detail C

e

DRAWING No:  SPC-CD-009A

NAME:

SP

REV: 2

&'SPEEDPANEL

DATE: 03.05.2017

SHEET: 6

OF:

7

* For full installation details please always refer to our TITLE: DETA”_ C
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Mushroom Head Spike M6.5 x 50mm

fixed into structure at 500mm centres.

Mild steel screw 14 gauge x 115mm long SDS
fixed at 500mm centres.

Hilti CP 606 flexible firestop sealant to seal gaps.

/ﬁ
Equal Angle 50 x 50 x 3mm
fixed to support construction with masonary anchors and
fixed to SPEEDPANEL® with 12 gauge x 40mm SDS at 500mm centres. e
SPEEDPANEL® C-track 55 x 82 x 55mm s
A

Fire-Rated Plasterboard 16mm strip x 120mm wide
fixed on one side of steel angle, secured with fixings through steel angle and

C-track into SPEEDPANEL® wall in two rows and staggered at 200mm centres

4[>~ SPEEDPANEL® 78mm
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